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AAAA

SHEET 1  OF 1 SCALE 2222    XXXX1111
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USED ONNEXT ASSEMBLY

APPLICATIONS

MANUFACTURE OR ANY OTHER 

AND PROPRIETARY TO PHOENIX CO.

THE INFORMATION DISCLOSED IN

PURPOSE WITHOUT THE WRITTEN 

INC. AND MAY NOT BE USED FOR

THIS DOCUMENT IS CONFIDENTIAL

DDDDOOOO    NNNNOOOOTTTT    SSSSCCCCAAAALLLLEEEE    DDDDRRRRAAAAWWWWIIIINNNNGGGG

CONSENT OF MIL-CON INC.

UNLESS OTHERWISE SPECIFIED

FRACTIONS   DECIMALS   ANGLES

DIMENSIONS ARE IN INCHES

TOLERANCES ARE:

AAAA EEEECCCCNNNN####11111111777744440000    RRRREEEELLLLEEEEAAAASSSSEEEEDDDD    FFFFOOOORRRR    PPPPRRRROOOODDDDUUUUCCCCTTTTIIIIOOOONNNN 7777////22226666////2222000011113333     

FILE NAME: PTRP3W35.idw

RRRREEEEVVVV DESCRIPTION DATE APPROVAL
SPECIFICATIONS:
1.) MATERIALS:

     INSERTS: VALOX, TYPE GPT-30F, PER MIL-M-24519.
     SHELLS: COLD ROLLED STEEL, PER ASTM A568 AND ASTM A620.

 
2.) FINISHES AND COLOR:
     INSERT: BLACK.
       SHELLS: RoHS COMPLIANT, HIGH RESISTANCE CLEAR CHROMATE

       OVER ZINC, PER ASTM B633, CLASS FE/ZN12 (.000500 MIN.),
       SERVICE CONDITION SC3, TYPE III.
 
3.) ELECTRICAL PROPERTIES:

     DIELECTRIC STRENGTH:
                       500 TO 1,000 VOLTS RMS AT SEA LEVEL;
                       200 TO 325 VOLTS RMS AT 70,000 FEET.
     INSULATION RESISTANCE: 1 MEGOHM MINIMUM.

 

4.) MECHANICAL PROPERTIES:
     OPERATING TEMPERATURE: -67° F TO +257° F ( -55° C TO +125° C ).

     SHOCK RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.

     VIBRATION RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.
 
5.) DIMENSIONS ARE FOR REFERENCE ONLY, UNLESS OTHERWISE SPECIFIED.

 
6.) CONNECTOR MEETS REQUIREMENTS OF MIL-C-24308, LATEST REVISION.
 
7.) ABOVE REQUIREMENTS DO NOT INCLUDE PDM AND PKZ CONTACTS,

     PLEASE SEE INDIVIDUAL SPECIFICATION SHEETS.
 
8.) METRIC DIMENSIONS ARE SHOWN FOR REFERENCE,
     CONNECTORS ARE DESIGNED IN INCHES.

.423`.010
10,74`0,25[ ]

.234`.005
5,94`0,13[ ]

.033`.010
0,83`0,25[ ]

.666`.005
16,92`0,13[ ]

.984`.005
24,99`0,13[ ]

1.208`.015
30,68`0,38[ ]

.488`.015
12,40`0,38[ ]

.329`.005
8,36`0,13[ ]

n.122
[3,10]

 THRU HOLE

2 PLACES

.049
[1,24]

.025
[0,64]

.181
[4,60] .181

[4,60]

10°
.035 - .070
[0,89 - 1,78]

.755`.010
19,18`0,25[ ]

.428`.010
10,87`0,25[ ]
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USED ONNEXT ASSEMBLY

APPLICATIONS

MANUFACTURE OR ANY OTHER 

AND PROPRIETARY TO PHOENIX CO.

THE INFORMATION DISCLOSED IN

PURPOSE WITHOUT THE WRITTEN 

INC. AND MAY NOT BE USED FOR

THIS DOCUMENT IS CONFIDENTIAL

DDDDOOOO    NNNNOOOOTTTT    SSSSCCCCAAAALLLLEEEE    DDDDRRRRAAAAWWWWIIIINNNNGGGG

CONSENT OF MIL-CON INC.

UNLESS OTHERWISE SPECIFIED

FRACTIONS   DECIMALS   ANGLES

DIMENSIONS ARE IN INCHES

TOLERANCES ARE:

AAAA EEEECCCCNNNN####11111111777744440000    RRRREEEELLLLEEEEAAAASSSSEEEEDDDD    FFFFOOOORRRR    PPPPRRRROOOODDDDUUUUCCCCTTTTIIIIOOOONNNN 7777////22226666////2222000011113333     

FILE NAME: PTRR3W35.idw

RRRREEEEVVVV DESCRIPTION DATE APPROVAL
SPECIFICATIONS:
1.) MATERIALS:

     INSERTS: VALOX, TYPE GPT-30F, PER MIL-M-24519.
     SHELLS: COLD ROLLED STEEL, PER ASTM A568 AND ASTM A620.

 
2.) FINISHES AND COLOR:
     INSERT: BLACK.
       SHELLS: RoHS COMPLIANT, HIGH RESISTANCE CLEAR CHROMATE

       OVER ZINC, PER ASTM B633, CLASS FE/ZN12 (.000500 MIN.),
       SERVICE CONDITION SC3, TYPE III.
 
3.) ELECTRICAL PROPERTIES:

     DIELECTRIC STRENGTH:
                       500 TO 1,000 VOLTS RMS AT SEA LEVEL;
                       200 TO 325 VOLTS RMS AT 70,000 FEET.
     INSULATION RESISTANCE: 1 MEGOHM MINIMUM.

 

4.) MECHANICAL PROPERTIES:
     OPERATING TEMPERATURE: -67° F TO +257° F ( -55° C TO +125° C ).

     SHOCK RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.

     VIBRATION RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.
 
5.) DIMENSIONS ARE FOR REFERENCE ONLY, UNLESS OTHERWISE SPECIFIED.

 
6.) CONNECTOR MEETS REQUIREMENTS OF MIL-C-24308, LATEST REVISION.
 
7.) ABOVE REQUIREMENTS DO NOT INCLUDE PDM AND PKZ CONTACTS,

     PLEASE SEE INDIVIDUAL SPECIFICATION SHEETS.
 
8.) METRIC DIMENSIONS ARE SHOWN FOR REFERENCE,
     CONNECTORS ARE DESIGNED IN INCHES.

.181
[4,60]

.181
[4,60]

.049
[1,24]

.025
[0,64]

.755`.010
19,18`0,25[ ]

.488`.015
12,40`0,38[ ]

.428`.010
10,87`0,25[ ]

.311`.005
7,90`0,13[ ]

1.208`.015
30,68`0,38[ ]

.984`.005
24,99`0,13[ ]

.642`.005
16,30`0,13[ ]

n.122
[3,10]

 THRU HOLE

2 PLACES

10°

.243`.005
6,17`0,13[ ]

.432`.010
10,97`0,25[ ]

.033`.010
0,83`0,25[ ]

.035 - .070
[0,89 - 1,78]
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APPLICATIONS

MANUFACTURE OR ANY OTHER 
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THE INFORMATION DISCLOSED IN
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INC. AND MAY NOT BE USED FOR

THIS DOCUMENT IS CONFIDENTIAL

DDDDOOOO    NNNNOOOOTTTT    SSSSCCCCAAAALLLLEEEE    DDDDRRRRAAAAWWWWIIIINNNNGGGG

CONSENT OF MIL-CON INC.

UNLESS OTHERWISE SPECIFIED

FRACTIONS   DECIMALS   ANGLES

DIMENSIONS ARE IN INCHES

TOLERANCES ARE:
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FILE NAME: PTRP10W105.idw

RRRREEEEVVVV DESCRIPTION DATE APPROVAL

.490`.015
12.45`0.38[ ]

.329`.005
8.36`0.13[ ]

2.729`.015
69.32`0.38[ ]

2.182`.005
55.42`0.13[ ]

2.500`.005
63.50`0.13[ ]

.079 [2,01]

.276 [7,01]

.473 [12,01]

.670 [17,02]

.906 [23,01]
n.122
[3,10]

 THRU HOLE

2 PLACES

.315 [8,00]

.512 [13,00]

.709 [18,01]

.906 [23,01]

2.280`.010
57,92`0,25[ ]

.428`.010
10,87`0,25[ ]

10° TYP

.231`.005
5,87`0,13[ ]

.039`.010
0,99`0,25[ ]

.118 [3,00]

SPECIFICATIONS:

1.) MATERIALS:
     INSERTS: VALOX, TYPE GPT-30F, PER MIL-M-24519.
     SHELLS: COLD ROLLED STEEL, PER ASTM A568 AND ASTM A620.
 
2.) FINISHES AND COLOR:

     INSERT: BLACK.
       SHELLS: RoHS COMPLIANT, HIGH RESISTANCE CLEAR CHROMATE

       OVER ZINC, PER ASTM B633, CLASS FE/ZN12 (.000500 MIN.),
       SERVICE CONDITION SC3, TYPE III.
 
3.) ELECTRICAL PROPERTIES:

     DIELECTRIC STRENGTH:
                       500 TO 1,000 VOLTS RMS AT SEA LEVEL;
                       200 TO 325 VOLTS RMS AT 70,000 FEET.
     INSULATION RESISTANCE: 1 MEGOHM MINIMUM.

4.) MECHANICAL PROPERTIES:

     OPERATING TEMPERATURE: -67° F TO +257° F ( -55° C TO +125° C ).
     SHOCK RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.
     VIBRATION RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.

 
5.) DIMENSIONS ARE FOR REFERENCE ONLY, UNLESS OTHERWISE SPECIFIED.

 
6.) CONNECTOR MEETS REQUIREMENTS OF MIL-C-24308, LATEST REVISION.
 
7.) ABOVE REQUIREMENTS DO NOT INCLUDE PDM AND PKZ CONTACTS,

     PLEASE SEE INDIVIDUAL SPECIFICATION SHEETS.
 
8.) METRIC DIMENSIONS ARE SHOWN FOR REFERENCE,
     CONNECTORS ARE DESIGNED IN INCHES.

.035 - .070
[0,89 - 1,78]

.420`.010
10,68`0,25[ ]
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USED ONNEXT ASSEMBLY

APPLICATIONS

MANUFACTURE OR ANY OTHER 

AND PROPRIETARY TO PHOENIX CO.

THE INFORMATION DISCLOSED IN

PURPOSE WITHOUT THE WRITTEN 

INC. AND MAY NOT BE USED FOR

THIS DOCUMENT IS CONFIDENTIAL

DDDDOOOO    NNNNOOOOTTTT    SSSSCCCCAAAALLLLEEEE    DDDDRRRRAAAAWWWWIIIINNNNGGGG

CONSENT OF MIL-CON INC.

UNLESS OTHERWISE SPECIFIED

FRACTIONS   DECIMALS   ANGLES

DIMENSIONS ARE IN INCHES

TOLERANCES ARE:

AAAA EEEECCCCNNNN####11111111777744440000    RRRREEEELLLLEEEEAAAASSSSEEEEDDDD    FFFFOOOORRRR    PPPPRRRROOOODDDDUUUUCCCCTTTTIIIIOOOONNNN 7777////22226666////2222000011113333     

FILE NAME: PTRR10W105.idw

RRRREEEEVVVV DESCRIPTION DATE APPROVAL

n.122
[3,10]

 THRU HOLE

2 PLACES

.312`.005
7,92`0,13[ ]

2.500`.005
63,50`0,13[ ]

2.729`.015
69,32`0,38[ ]

2.160`.005
54,86`0,13[ ]

.490`.015
12,45`0,38[ ]

.240`.005
6,10`0,13[ ]

.429`.010
10,91`0,25[ ]

.079 [2,0]

.906 [23,0]

.118 [3,0]

.315 [8,0]

.512 [13,0]
.709 [18,0]

.906 [23,0]

.276 [7,0]

.473 [12,0]

.670 [17,0]

SPECIFICATIONS:
1.) MATERIALS:

     INSERTS: VALOX, TYPE GPT-30F, PER MIL-M-24519.
     SHELLS: COLD ROLLED STEEL, PER ASTM A568 AND ASTM A620.

 
2.) FINISHES AND COLOR:
     INSERT: BLACK.
       SHELLS: RoHS COMPLIANT, HIGH RESISTANCE CLEAR CHROMATE

       OVER ZINC, PER ASTM B633, CLASS FE/ZN12 (.000500 MIN.),
       SERVICE CONDITION SC3, TYPE III.
 
3.) ELECTRICAL PROPERTIES:

     DIELECTRIC STRENGTH:
                       500 TO 1,000 VOLTS RMS AT SEA LEVEL;
                       200 TO 325 VOLTS RMS AT 70,000 FEET.
     INSULATION RESISTANCE: 1 MEGOHM MINIMUM.

4.) MECHANICAL PROPERTIES:
     OPERATING TEMPERATURE: -67° F TO +257° F ( -55° C TO +125° C ).

     SHOCK RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.

     VIBRATION RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.
 
5.) DIMENSIONS ARE FOR REFERENCE ONLY, UNLESS OTHERWISE SPECIFIED.

 
6.) CONNECTOR MEETS REQUIREMENTS OF MIL-C-24308, LATEST REVISION.
 
7.) ABOVE REQUIREMENTS DO NOT INCLUDE PDM AND PKZ CONTACTS,

     PLEASE SEE INDIVIDUAL SPECIFICATION SHEETS.
 
8.) METRIC DIMENSIONS ARE SHOWN FOR REFERENCE,
     CONNECTORS ARE DESIGNED IN INCHES.

.035 - .070
[0,89 - 1,78]

10°

.428`.010
10,87`0,25[ ]

2.280`.010
57,92`0,25[ ]

.039`.010
0,99`0,25[ ]
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APPLICATIONS
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AND PROPRIETARY TO PHOENIX CO.

THE INFORMATION DISCLOSED IN

PURPOSE WITHOUT THE WRITTEN 

INC. AND MAY NOT BE USED FOR

THIS DOCUMENT IS CONFIDENTIAL

DDDDOOOO    NNNNOOOOTTTT    SSSSCCCCAAAALLLLEEEE    DDDDRRRRAAAAWWWWIIIINNNNGGGG

CONSENT OF MIL-CON INC.

UNLESS OTHERWISE SPECIFIED

FRACTIONS   DECIMALS   ANGLES

DIMENSIONS ARE IN INCHES

TOLERANCES ARE:

AAAA EEEECCCCNNNN####11111111777744440000    RRRREEEELLLLEEEEAAAASSSSEEEEDDDD    FFFFOOOORRRR    PPPPRRRROOOODDDDUUUUCCCCTTTTIIIIOOOONNNN 7777////22226666////2222000011113333     

FILE NAME: PTRP16W165.idw

RRRREEEEVVVV DESCRIPTION DATE APPROVAL

.602`.015
15,29`0,38[ ]

2.635`.015
66,93`0,38[ ]

2.079`.005
52,81`0,13[ ]

2.406`.005
61,11`0,13[ ]

n.122
[3,10]

 THRU HOLE

2 PLACES10°

.538`.010
13,67`0,25[ ]

2.183`.010
55,46`0,25[ ]

.441`.005
11,20`0,13[ ]

.422`.010
10,71`0,25[ ]

.232`.006
5,89`0,15[ ]

.039`.010
0,99`0,25[ ]

.035 - .070
[0,89 - 1,78]

SPECIFICATIONS:

1.) MATERIALS:
     INSERTS: VALOX, TYPE GPT-30F, PER MIL-M-24519.
     SHELLS: COLD ROLLED STEEL, PER ASTM A568 AND ASTM A620.
 

2.) FINISHES AND COLOR:
     INSERT: BLACK.
       SHELLS: RoHS COMPLIANT, HIGH RESISTANCE CLEAR CHROMATE
       OVER ZINC, PER ASTM B633, CLASS FE/ZN12 (.000500 MIN.),
       SERVICE CONDITION SC3, TYPE III.
 

3.) ELECTRICAL PROPERTIES:
     DIELECTRIC STRENGTH:
                       500 TO 1,000 VOLTS RMS AT SEA LEVEL;
                       200 TO 325 VOLTS RMS AT 70,000 FEET.
     INSULATION RESISTANCE: 1 MEGOHM MINIMUM.

 

4.) MECHANICAL PROPERTIES:

     OPERATING TEMPERATURE: -67° F TO +257° F ( -55° C TO +125° C ).
     SHOCK RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.
     VIBRATION RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY

     LONGER THAN 1 MICROSECOND.
 
5.) DIMENSIONS ARE FOR REFERENCE ONLY, UNLESS OTHERWISE SPECIFIED.
 
6.) CONNECTOR MEETS REQUIREMENTS OF MIL-C-24308, LATEST REVISION.
 

7.) ABOVE REQUIREMENTS DO NOT INCLUDE PDM AND PKZ CONTACTS,
     PLEASE SEE INDIVIDUAL SPECIFICATION SHEETS.
 
8.) METRIC DIMENSIONS ARE SHOWN FOR REFERENCE,
     CONNECTORS ARE DESIGNED IN INCHES.
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USED ONNEXT ASSEMBLY

APPLICATIONS

MANUFACTURE OR ANY OTHER 

AND PROPRIETARY TO PHOENIX CO.

THE INFORMATION DISCLOSED IN

PURPOSE WITHOUT THE WRITTEN 

INC. AND MAY NOT BE USED FOR

THIS DOCUMENT IS CONFIDENTIAL

DDDDOOOO    NNNNOOOOTTTT    SSSSCCCCAAAALLLLEEEE    DDDDRRRRAAAAWWWWIIIINNNNGGGG

CONSENT OF MIL-CON INC.

UNLESS OTHERWISE SPECIFIED

FRACTIONS   DECIMALS   ANGLES

DIMENSIONS ARE IN INCHES

TOLERANCES ARE:

AAAA EEEECCCCNNNN####11111111777744440000    RRRREEEELLLLEEEEAAAASSSSEEEEDDDD    FFFFOOOORRRR    PPPPRRRROOOODDDDUUUUCCCCTTTTIIIIOOOONNNN 7777////22226666////2222000011113333     

FILE NAME: PTRR16W165.idw

RRRREEEEVVVV DESCRIPTION DATE APPROVAL
SPECIFICATIONS:
1.) MATERIALS:
     INSERTS: VALOX, TYPE GPT-30F, PER MIL-M-24519.
     SHELLS: COLD ROLLED STEEL, PER ASTM A568 AND ASTM A620.

 
2.) FINISHES AND COLOR:
     INSERT: BLACK.
       SHELLS: RoHS COMPLIANT, HIGH RESISTANCE CLEAR CHROMATE

       OVER ZINC, PER ASTM B633, CLASS FE/ZN12 (.000500 MIN.),
       SERVICE CONDITION SC3, TYPE III.
 
3.) ELECTRICAL PROPERTIES:
     DIELECTRIC STRENGTH:
                       500 TO 1,000 VOLTS RMS AT SEA LEVEL;

                       200 TO 325 VOLTS RMS AT 70,000 FEET.
     INSULATION RESISTANCE: 1 MEGOHM MINIMUM.

 

4.) MECHANICAL PROPERTIES:
     OPERATING TEMPERATURE: -67° F TO +257° F ( -55° C TO +125° C ).
     SHOCK RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.

     VIBRATION RESISTANCE: NO INTERRUPTION OF ELECTRICAL CONTINUITY
     LONGER THAN 1 MICROSECOND.
 
5.) DIMENSIONS ARE FOR REFERENCE ONLY, UNLESS OTHERWISE SPECIFIED.

 
6.) CONNECTOR MEETS REQUIREMENTS OF MIL-C-24308, LATEST REVISION.
 
7.) ABOVE REQUIREMENTS DO NOT INCLUDE PDM AND PKZ CONTACTS,
     PLEASE SEE INDIVIDUAL SPECIFICATION SHEETS.
 

8.) METRIC DIMENSIONS ARE SHOWN FOR REFERENCE,
     CONNECTORS ARE DESIGNED IN INCHES.

.602`.015
15,29`0,38[ ]

2.406`.005
61,11`0,13[ ]

2.635`.015
66,93`0,38[ ]

n.122
[3,10]

 THRU HOLE

2 PLACES

2.064`.005
52,42`0,13[ ]

2.183`.010
55,46`0,25[ ]

.538`.010
13,67`0,25[ ]

.039`.010
0,99`0,25[ ]

.240`.005
6,10`0,13[ ]

.430`.010
10,92`0,25[ ]

.035 - .070
[0,89 - 1,78]

10°

.422`.005
10,72`0,13[ ]


